
 

The PMTECH “Premier” Board Handling Range. 
 
Bare Board De‐Stacker 
 
To load PCB’s into the production line from a stack 
 
Up to 450mm Wide PCB’s. 

 

BBDS450 
Bare Board De-Stacker 

Features 

 Rigid Steel fabricated framework
 Accepts up to 150 PCB’s 
 0.5 to 4mm Thick PCB’s 
 Control via membrane panel 
 LCD Display 
 Omron PLC Controller 
 Automatic Width Adjust 
 XL size Board Handling (up to 450 x 450mm) 
 Microprocessor control  
 Smema interface 
 Bypass option to allow use with magazine line loader 
 Colour RAL9010 or customer option 
 Any Configuration catered for. 
 CE certification 
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Technical data 

External Dimensions  L x W x H  550mm x 850mm x 1200mm  

Maximum PCB size  L x W   450mm x 450mm  

   Optional  Others upon request 

Minimum PCB size  L x W   50mm x 50mm 

Transfer Height  Standard  950mm +/‐ 30mm 

   Optional  830mm to 1000mm 

Power Supply     230Vac 50Hz 

Power consumption     2KVA max. 

Adjustable speed     N/A 

Edge clearance     3mm 

Colour  Standard  RAL9010 

   Optional  RAL Chart 

 


