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Fume CABinet EXTRACTION

FumeCAB

F
u

m
e

 C
ab


in

e
t

 e
x

t
rac




t
io

n
 F

O
R

 v
ar


io

u
s

 A
P

P
L

IC
A

TI
O

NS


Fume Cabinet extraction for solder applications.

With the introduction of the new HSG258 
code of practice, partial enclosures are 
steadily becoming the preferred option for 
operator protection from fumes generated 
from process such as hand soldering, 
solvent use, and other process that 
produce harmful fumes. BOFA’s new 

* Other Hose Kits are available.  
All of the above units are fitted with our standard filter combinations. For specific applications please call us for details.

FumeCab fume cabinets that have 
been purposely design to help 
employers comply to these new 
regulations. 

Hand soldering •	

Conformal coating •	

Gluing •	

Solvent cleaning •	

Solder pots•	

Powder handling•	

Rework stations•	

part numbers

Item Part Number VOC Monitoring

FumeCab 250 A1020127

FumeCab 250 and V250 fitted with combined HEPA/Gas filter E0842A0006 A3002

FumeCab 250 and V250 fitted with double gas filter E0842A0007 A3002

FumeCab 600 A1020128

FumeCab 600 and V6000 fitted with combined HEPA/Gas filter E1142A0005 A3002
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FUME cabinet EXTRACTION

FUMEcab250

FUMEcab600

BOFA are dedicated to continually improving our products. Therefore specifications may change without notice. 

Bofa International Ltd 

21-22 BALENA CLOSE,
CREEKMOOR
INDUSTRIAL ESTATE,
POOLE, DORSET, UK
BH17 7DX
T.   +44 (0) 1202 699 444
F.   +44 (0) 1202 699 446
E. SALES@BOFA.CO.UK
w. www.bofa.co.uk

Bofa Americas, Inc

303 S. Madison Street,
Staunton, 
Illinois, 
USA
62088
T.  (618)-635-4465
F.  (866)-707-2632
E. SALES@BOFAamericas.COm
w. www.bofaamericas.com

head office USA office

technical data

Model FumeCab250 FumeCab600

EC US EC US

Dimensions (hxdxw) 289 x 300 x 400mm 11.4 x 11.8 x 15.7” 350 x 360 x 540mm  13.4 x 14.7 x 21.3”

Opening Dimensions (hxw) 265 x 300mm 10.4 x 11.8” 315 x 360mm  12.4 x 14.7”

Minimum Flow Rate 170m³/hr 100cfm 320m³/hr 188cfm

technical data

Model V250 V600

EC US EC US

Dimensions (hxdxw) 380 x 260 x 260mm 15 x 10.2 x 10.2” 600 x 380 x 380mm  23.6 x 14.9 x 14.9”

Weight 10kg 22lbs 30kg 66lbs

Flow Rate with filters fitted 180m³/hr 106cfm 350m³/hr 206cfm

Power Unit Centrifugal fan Centrifugal fan Centrifugal fan Centrifugal fan

Voltage 230v 115v 230v 115v

Noise Level dBA 55* 55* 56 56

Duct Size 50mm 1.9” 2 x 75mm 2 x 3”

Duct Run 5 mtrs 16.4ft 30mtrs 98ft

Filter Efficiency 99.997% 99.997% 99.997% 99.997%

* At typical opperating speed.
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