
SYSTEMS V600, V1000, V1500 

 
This centralised range of high volume extraction systems 
offers protection against harmful fumes. These units can 
cater for 3 to 18 operators. All the units in the range 
incorporate 3 stage filtration, filter condition display and 
built in silencing. 

Blower with high airflow and pressure• 

3 stage filtration• 

Filter condition display • 

Built in silencing• 

Long life filters with low replacement costs• 
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High volume arm extraction for solder 
applications

PART NuMbERS

Model Interface VOC

V600 230v E1142A A3001 A3002

115v E1141A A3001 A3002

V1000 230v E1242A A3001 A3002

115v E1241A A3001 A3002

V1500 230v E1342A A3001 A3002

115v E1341A A3001 A3002

TEChNICAL DATA

Model V600 V1000 V1500

EC US EC US EC US

Dimensions (hxdxw) 600 x 380 x 
380mm  

23.6 x 14.9 x 
14.9”

1220 x 770 x 
600mm  

48 x 30.3 x 
23.6”

1220 x 770 x 
600mm  

48 x 30.3 x 
23.6”

Weight 30kg 66lbs 62kg 136lbs 62kg 136lbs

Flow Rate with filters fitted 350m³/hr 206cfm 1000m³/hr 588cfm 1500m³/hr 882cfm

Power Unit Centrifugal fan Centrifugal fan Turbine 
Blower

Turbine 
Blower

Turbine 
Blower

Turbine 
Blower

Voltage 230v 50Hz 115v 60Hz 230v 50Hz 115v 60Hz 230v 50Hz 115v 60Hz

Noise Level dBA 56 56 71 71 74 74

Duct Size 2 x 75mm 2 x 3” 125mm 5” 125mm 5”

Duct Run 30mtrs 98ft 40mtrs 131ft 40mtrs 131ft

Filter Efficiency 99.997% 99.997% 99.997% 99.997% 99.997% 99.997%

hIGh VOLuME ARM EXTRACTION
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V600 - E1142A0000

V1000 - E1242A0000

Mid Range, High Volume Unit

High Volume Centralised Extraction Unit

V1500 - E1342A0000

High Volume Centralised Extraction Unit

uNIT SPECIFICATIONS

EC US

Maximum number of 32mm Arms 7 7

Maximum number of 50mm Arms, Cowls or Down Draft Trays 5 5

Maximum number of 75mm Arms, Cowls or Down Draft Trays 2 2

uNIT SPECIFICATIONS

EC US

Maximum number of 32mm Arms 14 14

Maximum number of 50mm Arms, Cowls or Down Draft Trays 10 10

Maximum number of 75mm Arms, Cowls or Down Draft Trays 5 5

uNIT SPECIFICATIONS

EC US

Maximum number of 32mm Arms 20 20

Maximum number of 50mm Arms, Cowls or Down Draft Trays 15 15

Maximum number of 75mm Arms, Cowls or Down Draft Trays 7 7

AuThORISED AGENT

SOLDER FUME EXTRACTION
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21-22 bALENA CLOSE
CREEKMOOR
INDuSTRIAL ESTATE
POOLE, DORSET, uK
bh17 7DX

T.   +44 (0) 1202 699 444
F.   +44 (0) 1202 699 446
E. SALES@bOFA.CO.uK
w. www.bOFA.CO.uK

bOFA ARE DEDICATED TO CONTINuALLy IMPROVING OuR PRODuCTS. ThEREFORE SPECIFICATIONS MAy ChANGE wIThOuT NOTICE. 

623 SOuTh MAPLE STREET,
STAuNTON, 
ILLINOIS, 
uSA
62088

T.  (618)-635-4465
F.  (866)-707-2632
E. SALES@bOFAAMERICAS.COM
w. www.bOFAAMERICAS.COM

hEAD OFFICE uSA OFFICE


